
Part # Mfg. Description QTY needed Part # Mfg. Description QTY needed
10643‐8‐8 Parker Hose End Crimp fitting 2 10643‐12‐12 Parker Hose End Crimp fitting 2

8 F50X‐S Parker Straight fitting for Work 
Section 1 12F50X‐S Parker Straight fitting for Work 

Section 1

8‐10F50X‐S Parker Straight fitting for Male & 
Female Disconnects 2 12F50X‐S Parker Straight fitting for Male & 

Female Disconnects 2

801304012 Stucchi Female Disconnect 1 801304028 Stucchi Female Disconnect 1
801304011 Stucchi Male Disconnect 1 801304029 Stucchi Male Disconnect 1

3‐908 N552‐90 Zatkoff O‐ring  3 3‐912 N522‐90 Zatkoff O‐ring  3
722TC‐8 Parker 4‐Wire Hydraulic Hose 1 ft‐10 ft 722TC‐12 Parker 4‐Wire Hydraulic Hose 1 ft‐10 ft

8V50X‐S Parker 45 degree fitting (Work 
Section) 1 12V50X‐S Parker 45 degree fitting (Work 

Section) 1

8V50X‐S & 
8F650X‐S Parker 45 degree fitting (Booster 

Section) 1 12V50X‐S & 
12F650X‐S Parker 45 degree fitting (Booster 

Section) 1

8C50X‐S Parker 90 degree fitting for Work 
Section 1 12C50X‐S Parker 90 degree fitting for Work 

Section 1

8AOEG5‐S Parker 90 degree fitting for Booster 1 12AOEG5‐S Parker 90 degree fitting for Booster 1

Part # Mfg. Description QTY needed Part # Mfg. Description QTY needed
10643‐16‐16 Parker Hose End Crimp fitting 2 10643‐20‐20 Parker Hose End Crimp fitting 2

16F50X‐S Parker Straight fitting for Work 
Section 1 20F50X‐S Parker Straight fitting for Work 

Section 1

16F50X‐S Parker Straight fitting for Male & 
Female Disconnects 2 20F50X‐S Parker Straight fitting for Male & 

Female Disconnects 2

801304038 Stucchi Female Disconnect 1 801304014 Stucchi Female Disconnect 1
801304039 Stucchi Male Disconnect 1 801304013 Stucchi Male Disconnect 1

3‐916 N522‐90 Zatkoff O‐ring  3 3‐920 N522‐90 Zatkoff O‐ring  3
722TC‐16 Parker 4‐Wire Hydraulic Hose 1 ft‐10 ft 722TC‐20 Parker 4‐Wire Hydraulic Hose 1 ft‐10 ft

16V50X‐S Parker 45 degree fitting (Work 
Section) 1 20V50X‐S Parker 45 degree fitting (Work 

Section) 1

16V50X‐S & 
16F650X‐S Parker 45 degree fitting (Booster 

Section) 1 20V50X‐S & 
20F650X‐S Parker 45 degree fitting (Booster 

Section) 1

16C50X‐S Parker 90 degree fitting for Work 
Section 1 20C50X‐S Parker 90 degree fitting for Work 

Section 1

16AOEG5‐S Parker 90 degree fitting for Booster 1 20C50X‐S & 
16750HAO‐S Parker 90 degree fitting for Booster 1

4 & 8‐TON STANDARD HYDRAULIC FITTINGS

NON‐STANDARD FITTINGS AS OPTIONAL

NON‐STANDARD FITTINGS AS OPTIONAL

10/15/20‐TON STANDARD HYDRAULIC FITTINGS 30‐TON + STANDARD HYDRAULIC FITTINGS

NON‐STANDARD FITTINGS AS OPTIONAL

1 & 2‐TON STANDARD HYDRAULIC FITTINGS

NON‐STANDARD FITTINGS AS OPTIONAL


