
ARIES ENGINEERING COMPANY INC. | DUNDEE, MI USA

Made in USA

HyperCyl-EMA
Servo-Driven Electro-Mechanical Actuators for High-Precision 

Assembly, Forming, & Press Applications

0.000126"
Position Repeatability

1 – 25 Tons
Force Range Output

3 Ways
Modular Purchase Options



Engineering Excellence 

Built for Continuous Heavy-Duty Precision

0.000126" Repeatability

Precision roller or ball screw 

drive mechanism.

Integrated Load Cell

In-line temperature 

compensated force tracking.

Steel Tie-Rod Design

THK non-rotate rail for 

structural rigidity.

Sensor Suite

Two over-travel sensors plus 

home sensor.



Deployment Models 

Three Modular Purchase Pathways

7–10 Weeks Lead Time 10–14 Weeks Lead Time 12–16 Weeks Lead Time

OPTION #1

Actuator Only (-NM)

Customer Choice Motor

OPTION #2

Actuator + Emerson/Yaskawa Motor

Servo Motor Package

OPTION #3

Turnkey Servo Cell

Complete Drop-In System

Bring your own motor

AEC mounts & tensions

Universal drive support

Emerson/Nidec servomotor

Optional DCM servo drive

Machine frame mounted

PLC/HMI controls enclosure

Full safety light curtains

Optional HyperView-Press



Option #1 Detail 

Actuator Only Configuration (-NM, No Motor)

CUSTOMER WORKFLOW

AEC Factory Integration

Provide motor specifications to AEC. The factory mounts, aligns, and 

tensions your motor to ensure optimal performance.

Universal Servo Drive Compatibility

Integrate seamlessly with standard automation hardware including 

Allen-Bradley, Mitsubishi, Yaskawa, Festo, and Emerson.

1.5x Retract Force Advantage

Full rated force on advance stroke.

Standard Strokes

8.00" and 14.00" standard lengths available.

Mating Gearbox Support

Custom matching gearbox supplied when required.



Option #2 Detail 

Actuator + Emerson Servomotor Package

Nidec/Yaskawa Servo Package

Includes factory pre-mounted Emerson 

or Yaskawa motor with optional DCM 

drive, power cables, and 

communication modules.

Custom Press Frames

2-Post or 4-Post guided and unguided 

frame options with custom open 

heights, mounted to heavy steel 

machine bases.

Ideal for Machine Builders

Designed for OEMs and integrators who 

manage main PLC programming and 

require robust mechanical hardware.



Option #3 Detail & Quality Control 

Turnkey Servo Cell & HyperView-Press®

In-station process monitoring platform utilizing signature analysis 

for real-time defect detection.

Complete Servo Cell

480VAC power supply controls package

NEMA 12 enclosure & stacklight

Light curtains and E-Stop safety system

Allen-Bradley PLC and touchscreen HMI

HyperView-Press® (-2204)

100% In-Process Validation

Instant pass/fail verification per cycle.



Aries Engineering Company Inc. 

Ready for Your Next Precision Application

Contact Aries Engineering for CAD models and technical support

734-529-8855   or  sales@hypercyl.com 

www.hypercyl.com

Custom Engineering

Tailored stroke lengths, mounting 

patterns, and force capacities.

Fast Delivery

8 to 16-week typical turnaround 

depending on integration level.

American Made

Designed, manufactured, and supported 

in Dundee, Michigan USA.

mailto:sales@hypercyl.com
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